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Item # Shank Length Description Box Case

PD157-200WMG 2”
.300 dia. head, .157” dia. 

shank with 1” dia. Washer

100 1000

PD157-212WMG 2-1/2” 100 1000

PD157-278WMG 2-7/8” 100 1000

Heavy Mechanical Galvanized
 Drive Pins & Washer Pins

❑ Specially designed for fastening through pressure treated 
lumber

❑ Thick mechanically galvanized(MG) coating for additional 
corrosion protection

❑ ACQ compliant, meets ASTM B695, Class 55
❑ Other sizes of pins and washers are available as required

Heavy Duty Step Shank Premium Pin
❑ Point Type: Ballistic point
❑ Designed for fastening in harder steel and concrete
❑ Fastening light gauge steel to concrete, concrete over steel deck, 

concrete masonry or steel
❑ Fastening wood members to concrete, concrete masonry or steel
❑ Fastening accessories, fixtures and components to concrete, 

concrete over steel deck, concrete masonry or steel
❑ Sill plate anchorage

Item # Shank Length Description Box Case

PD38FMG 1-1/2”

.300 dia. head, .145” dia. 

100 1000

PD51FMG 2” 100 1000

PD63FMG 2-1/2” 100 1000

PD76FMG 3” 100 1000

Item # Shank Length Description Box Case

PD157-200WMG 2”
.300 dia. head, 

.181” - .150” dia. shank
100 1000


